Historic,  Archive  Document 

Do  not  assume  content  reflects  current 
scientific  knowledge,  policies,  or  practices. 


CURRENT  SERIAL  RECORDS 


November  2,  1964 


UNITED  STATES  DEPARTMENT  OF  AGRICULTURE 
FOREST  SERVICE 
FOREST  PRODUCTS  LABORATORY 
MADISON,  WISCONSIN 


Exchange  of  Translations  Scheme 
(British  Commonwealth  Forestry  Conference) 


Translation  No. 


Author,  Title,  and  Source 


546 


598 


550 


552 


3= 


554 

5*0 

13 

m 


CD 


CC 

cr. 


o 


-604 


Z3 


(a)  Translations  completed  and  distributed 

NEUSSER,  H,  About  the  changes  of  glue  during  the 
production  of  particle  boards  and  some  factors 
affecting  the  adhesive  quality.  Holz  Forschung  und 
Holz-Verwertung.  14 (5/6) : 88-96 , 1962. 

JAYME,  G.,  and  BAUER,  G.  The  differentiation  of 
earlywood  fibers  and  latewood  fibers  through  the 
secondary  fluorescence.  Holzforchung  11(1): 16-18, 
April  1957. 

(b)  Translations  being  reproduced 

RACKWITZ,  G.  Influence  of  chip  dimensions  on  some 
properties  of  wood  particle  board.  Holz  als  Roh-  und 
Werkstoff  21  (6) : 200-209 , June  1963. 

LYR,  H.  Enzymatic  Detoxification  of  Chlorinated 
Phenols.  Phy topa thologische  Zeitschrift  47(1): 73-83, 
1963. 

BIRKELAND,  R.,  and  HVAMB,  G.  Studies  of  sawing 
accuracy  on  bandsaws  when  sawing  frozen  and  unfrozen 
logs.  Norsk  Skogindustri  17 (8) : 283-289 , August  1963. 

(c)  Translations  scheduled 


BHATNAGAR,  N.  S.  Creep  of  wood  in  tension  parallel 
to  grain.  Holz  als  Roh-  und  Werkstoff  22 (8) : 296-299 , 
August  1964. 


VORREITER,  L.  The  physics  of  particles  as  a basis  for 
the  processing  of  wood  chips.  I--The  distribution  of 
sizes  in  mixtures  of  very  small  particles.  II--Shape 
and  size  of  wood  particles  and  their  properties. 
III--Shape,  size,  and  composition  of  wood  particles  in 
relation  to  their  loose  weight  and  interstice  geometry. 
Holz-Zentralblatt  89(11) : 153-156,  89 (5) : 53-56 , 

89(47) :707-710,  1963. 

FREY,  H.  P.  On  the  lignif ication  of  the  cell  wall. 

Holz  als  Roh-  und  Werkstoff  17  (8) : 313-318 , August  1959 

KNOSPE,  L.  The  influence  of  cutting  operations  in 
slicing  and  peeling  on  the  quality  of  veneers. 
Holztechnologie  5(1): 8-14,  1964. 


